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Cable-Extension Position Transducer

V¥ Compact Size / OEM Applications
V Short to Medium Range / Incremental Encoder Output

LEC 150

The LEC150 is a low cost, compact
and easy to use encoder based cable-
extension transducer. It is available
with full stroke ranges upto 150inches.
The LEC150 provides an incremental

encoder feedback signal.
; Simply mount the body of the trans-
Standard Specifications ducer to a fixed surface and attach the
GENERAL extension cable to the moving object.
RANgS. ..o ..0-25 to0 0-150 in., 0-625 to 0-3750 mm, see Q)back page X
\éVe\l ight i : e a3 l}s max. The LEC150 is recommended for ap-
nclosure Materials .. . DDW ler coated and anodized aluminum 9 : -
Sensor..... s : - incremental optical encoder  Plication where space and money is
Electricai Connection flying leads limited
IELEC\‘/rRIICAL 5 to 30 VDC, ®
Input Voltage to , see n
OUIDUE oo iGremental encoder signal, see ® Electrical Output Signal
PERFORMANCE
ACCUFACY ......ooevvevvvceiiisirssneneeennens £ 0,010 10 0.080 in., + 0.25 to 1.50 mm, see @ Q J_l_,_l_‘_l_,—
Repeatability +0.005 t00.030in., * 0.12 to 0.75 mm, see @ A8
[T i R —— ~ 10 to 1250 ppi, 0.5 to 50 ppmm, see B3
Cable Tension 6to 120z, 170 to 709 gms., see P— ;
(index ) 3| I
MECHANICAL I 5 m
Measuring Cable 0.015 inch dia. stainless steel rope q;
Measuring Cable End Fitting crimp and swivel g
ENVIRONMENTAL §
Operating Tempera(ure 0°F to +160°F (-20°C to 70°C)
Humidity . e 98% RH, NO cONdensation A EEC RN
Vibration up to 10 G's to 2000 Hz
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LEC150 Short to Medium Range / Incremental Encoder Output

Ordering Informatioi

order code: ®@ © e e 6 e
Stroke Range:
@ order code: 0025 0050 0100 0150 0625 1250 2500 3750
@ full stroke range, min. 25in. 50 in. 100 in. 150 in. 625 mm 1250 mm 2500 mm 3750 mm
@ accuracy: $0.010.in. +0.020 in. +0.040 in. +0.060 in. +0.25 mm +0.50 mm +1.00 mm +1.50 mm
@ repeatability: £0.005 in. %0.010in. +0.020 in. +0.030in. *0.12mm +0.25 mm +0.50 mm *0.75 mm
@ cable tension, +20%: 120z 6oz 8oz 250z 340 gms. 170 gms. 227 gms. 709 gms.
Mounting Holes:
@ order code: 1 2
hole size: #8-32x0.25inch threaded hole M6 x 6.4 mm threaded hole

mounting holes (specified by ordercode) /<

Output Signals:

® order code. 1 2 3 4
® encoder type: TTL - CMOS Open Collector 5V - Line Driver Universal Line Driver
Input voltage (V+): 512 0r 24 Vidc | Input voltage (V+): 5-12.0r24Vdc | Input voltage (V+): 5 Vdc Input voltage (V+): 5..28 VDC
Sink current: 20 mA max. ‘Sink current: 20 mA max. Sink current: 20 mA max. ‘Source/Sink: 20 mA max.
Input current: 80 mA max. Input current: 80 mA max. Input current: 150 mA max. Input current: 50 mA max. (no load)
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Resolution: 0-300 pulses per mm
@ order code: 1 2 3 4 5 6

®

10 puises per mm [ 20 pulses per mm [ 25 puises per mm | 36 pulses per mm | 50puises per mm | 150 puises per mm

¥ Sample Model Number
LEC150-0026 - 4,.1,1,.0.0

‘Specifications: Full Stroke Range: 25 inches.
Mounting Holes: #8-32 x 025-n.
Output Signals: TTL-CMOS! channels A, B
Resoluion: 10 puises per mm





